
Vertical Personnel Lifts

15MSP 15MVL 20MVL

Platform Height 4.65 m 4.67 m 5.94 m

Working Height 6.48 m 6.50 m 7.77 m

Max Drive Height 4.65 m 4.67 m 5.94 m

Stowed Height 1.98 m 1.98 m 1.98 m

Platform Entry Height — 0.48 m 0.48 m

Platform Entry Height Stock Picking Platform 0.46 m — —

Platform Entry Height Extension Platform 0.48 m — —

Platform Capacity - Side Entry Platform 135 kg — —

Platform Capacity - Material Tray 67kg — —

Platform Capacity - Stockpicking Platform 227 kg — —

Platform Capacity - Narrow Platform — 227 kg 159 kg

Platform Capacity - Extension Platform 227 kg 227 kg 159 kg

Platform Size - Side Entry with Material Tray 0.69 m x 0.58 m — —

Platform Size - Stockpicking Platform 0.71m x 1.22 m — —

Platform Size - Narrow Platform — 0.56 m x 0.64 m 0.56 m x 0.64 m

Platform Size - Extension Platform Retracted 0.66 m x 0.66 m 0.66 m x 0.66 m 0.66 m x 0.66 m

Platform Size - Extension Platform Extended 0.66m  x 1.25 m 0.66 m x 1.25 m 0.66 m x 1.25 m

Vehicle Length - Chassis Length 1.36 m 1.36 m 1.36 m

Vehicle Length - Extension Platform Retracted 1.36 m 1.36 m 1.36 m

Vehicle Length - Stock Picking Platform 1.88 m — —

Vehicle Length - All other Platforms 1.36 m 1.36 m 1.36 m

Vehicle Width - Chassis Width 0.75 m 0.75 m 0.75 m

Vehicle Width - Extension Platform 0.80 m 0.80 m 0.80 m

Vehicle Width - Stock Picking Platform 0.80 m — —

Vehicle Width - All Other Platforms — 0.75 m 0.75 m

Weight - All Other Platforms — 1,055 kg 1,055 kg

Weight - Extension Platform 1,086 kg 1,086 kg 1,086 kg

Weight - Stock Picking Platform 1,100 kg — —

Drive Maximum Speed - Platform Lowered 5.6 km/h 5.6 km/h 5.6 km/h

Drive Maximum Speed - Platform Elevated 1.0 km/h 1.0 km/h 1.0 km/h

Turning Radius Zero Zero Zero

Gradeability 30% 30% 30%

Ground Clearance 5 cm 5 cm 5 cm

Wheel Diameter - Rear Drive & Steer Wheels 32 cm x 10 cm 32 cm x 10 cm 32 cm x 10 cm

Wheel Diameter - Front Castor Wheels 20 cm x 6 cm 20 cm x 6 cm 20 cm x 6 cm

Tyre Material Non-marking Non-marking Non-marking

Batteries 12 V - 100 A/hr 12 V - 100 A/hr 12 V - 100 A/hr
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1 Certain options or country standards will increase weight.

Specifications may change to meet country standards or with the addition of optional equipment.




