
Vertical Personnel Lifts

10MSP

Working Height 4.88 m

Platform Height 3.05 m

Operator Platform Capacity 159 kg

Material Tray Capacity 113 kg

Carry Deck Capacity 113 kg

Platform Size (W x L) - swing gates entry 0.69 m x 0.51 m

Material Tray Size (W x L) 0.66 m x 0.66 m

Overall Height – Stowed 1.42 m

Overall Width – Stowed (without bumper) 0.75 m 2

Overall Length 1.52 m

Ground Entry Height 0.33 m

Minimum Tray Stowed Height 0.86 m

Maximum Tray Stowed Height 1.32 m

Maximum Tray Elevated Height 4.04 m

Drive Speed  - Lowered 5.6 km/h

Drive Speed  - Elevated 1.0 km/h

Distance from Platform to Wall  – Over Front 0.00 m

Distance from Platform to Wall – Over Sides 0.00 m

Weight * 500 kg

Turning Radius Zero

Gradeability 30%

Wheel Diameter – Drive Wheel 0.32 m

Wheel Diameter – Front Castors 0.20 m

Battery
Maintenance-Free 

AGM (x 2)

Battery Charger 25 Amp Automatic

Drive System Direct Electric

1 Certain options or country standards will increase weight.
2 Without optional rubber bumpers

Specifications may change to meet country standards or with the addition of optional equipment.


