
Platform Height

Platform Capacity 

Overall Height - Stowed

Overall Width - Stowed

Overall Length - Stowed

Overall Length – Without Platform

Overall Height – Tilted Back

Overall Length – Tilted Back

Ground Entry Height

Outrigger Footprint Length

Outrigger Footprint Width

Distance to Wall - Front

Distance to Wall – Side

Gross Vehicle Weight – AC 1

Gross Vehicle Weight – DC 1

20AM

6.22 m

160 kg

1.97 m

0.74 m

1.19 m

1.19 m

_

_

0.48 m

1.73 m

1.57 m

0.28 m

0.44 m

324 kg

356 kg

15AMI

4.57 m

160 kg

1.97 m

0.74 m

1.33 m

1.33 m

_

_

0.48 m

_

_

0.00 m

0.04 m

425 kg

450 kg

25AM

7.67 m

160 kg

1.97 m

0.74 m

1.24 m

1.19 m

_

_

0.48 m

1.73 m

1.57 m

0.20 m

0.44 m

363 kg

395 kg

30AM

9.14 m

135 kg

1.97 m

0.74 m

1.32 m

1.19 m

_

_

0.48 m

1.88 m

1.83 m

0.20 m

0.60 m

438 kg

470 kg

36AM

11.05 m

135 kg

2.64 m

0.74 m

1.38 m

1.35 m

1.92 m

2.74 m

0.48 m

2.13 m

2.18 m

0.42 m

0.75 m

484 kg

515 kg

41AM

12.42 m

135 kg

2.64 m

0.74 m

1.46 m

1.35 m

1.96 m

2.74 m

0.48 m

2.13 m

2.18 m

0.34 m

0.75 m

530 kg

560 kg

ACCESSMASTER® PERSONNEL LIFTS

1  Certain options or country standards will increase weight.

Specifications may change to meet country standards or with the addition of optional equipment.
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